
Product Description
HYDRAGARD S impregnating agent deposits a silicone polymer inside the pore walls of porous building materials, thereby waterproofing the structure.
Impregnation prevents the movement of liquid water but does not inhibit drying out through water vapour movement. The product is tack free when applied,
shows no gloss and does not block the pores. Treated surfaces are still able to breathe. HYDRAGARD S is used to prevent water entry into concrete,
concrete block, brick and sandstone building materials due to rain. By preventing water entry, the treated material will not show mould growth or darken in
colour. Impregnated walls are able to resist water entry from torrential rain and up to 100km/h winds. HYDRAGARD S is also effective against ponding
water on a car park or patio roof deck. It is not suitable however for waterproofing structures subject to hydrostatic pressure such as backfilled walls.
Untreated walls would be completely saturated in such conditions. HYDRAGARD S is also used in the prevention of rising damp in buildings with faulty
damp or no courses.

Typical Applications Features & Benefits

Technical Data

Properties measured at 25°C

Specific gravity 0.80

Physical Properties

Service temperature –10 to 50°C

Active ingredient Alkyl silane-siloxane concentrate, 5% in odourless mineral spirit

Film thickness Penetration up to 5mm

Applicable standards Complies with APAS specification GPC–M-168, silicone water repellents part 2

APPLICATION GUIDELINES

Surface Preparation

Siloxane impregnation can only work if structural defects have been repaired and the surface is clean. Algae and moss growth must be removed. Soiled
surfaces must be steam cleaned. Damaged expansion joints and cracks of width greater than 300 microns need to be repaired. Construction joints, gaps
between walls and roofs, walls and floor surfaces, windows, doors and surface penetrations need to be made waterproof. Faulty mortar joints have to be
recaulked. The roof must be sound and waterproof. Water penetration from the ground by way of backfilled soil needs first to be addressed. When being
used to damp course injection, highly porous rubble type walls need to be first injected with a liquid cement slurry to block all voids and fissures.

Product Preparation

HYDRAGARD S is ready to use and needs no preparation. Care must however be taken to ensure that the containers are tightly sealed and no water entry
has occurred. Damaged product will not be clear and a milky deposit may be observed. All contaminated product is to be discarded.

Elimination of mould and moss in brick housing
Single wall block constructions in industrial premises
Precast panel construction

Natural stone heritage construction
Brick and sandstone paving
Prevention of rising damp

Prevents water entry through porous walls
Prevents mould and moss growth
Maintains good ventilation

Long service life in excess of 10 years
Invisible – no change in surface finish
Prevents darkening of walls due to water absorption
Reduces accumulation of dirt from treated substrates

Enables ease of cleaning
Resistant to alkali degradation
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Application

Waterproofing of walls

Long time durability of a Siloxane impregnation is dependent upon correct application. The more active ingredient that is absorbed and the deeper the
absorption depth the better will be the performance. For satisfactory results, the product must be applied as a flood coat using airless spray equipment, or
alternatively using low pressure high flow flood coats (e.g. backpack spray).

It is very important that the product is applied as a liquid and not as a mist. The nozzle of the application unit is held 5-10 cms from the wall and product is
applied until no more will penetrate the wall, with the overflow liquid starting to run 50cm down the wall. This method applies the product in both a
horizontal and vertical direction.

A second application is then carried out once the surface no longer shows a wet look. Multi application is critical to success. For areas around windows
and penetrations, application by brush or roller is possible. In this case, great care must be taken to ensure adequate product is applied and many coats
may be necessary. To avoid missing any areas impregnation should proceed in defined pre-selected areas before work is interrupted.

Dampcourse injection

Penetration of sufficient injection fluid is fundamental to the success of chemical injection. This is a factor of injection pressures, material porosity and
distance between injection points. Generally, the distance between injection points should be around half the penetration depth. Diameter of the injection
hole should be 12–18mm with a drilling angle of around 30 degrees. The drill holes should be in the centre of the brick and be deep enough to penetrate at
least one layer of mortar. Very dense brick work may require injection through the mortar joint. When injecting, the drill hole is plugged with a specially
designed injection packer complete with nozzle. Injection fluid is then pumped in under pressure using suitable pumps and delivery wands. Applied
pressures in the 200-700 kPa region are usually acceptable, giving a good balance between application and required fluid absorption.

Application Information

Drying time Surfaces become water repellent after 8 hours

Application temperature Between 10 and 30°C

Packaging Available in 4L, 20L and 200L.

Coverage
The more material that can penetrate, the better the result. Porosity of surfaces vary greatly, with some brickwork and natural stone absorbing up to 1
sqm/litre. Concrete surfaces typically take between 2 and 3 sqm/ litre. A small 2 sqm sample trial is always recommended prior to a project.

Clean Up
Splashes on glass, ceramic surfaces and cars must be avoided as these cannot be removed, other than by mechanical sanding. Plants may die if allowed
to come in contact with impregnating solution.

Environmental Conditions
Temperature and the surrounding atmospheric conditions will play a part in the curing process of all resin products. Under conditions of low temperatures
and high humidity the final cured surface finish can be adversely affected, potentially resulting in poor gloss retention, discoloration over time, poor
overcoat ability and inter-coat adhesion. Quite often these conditions will result in the formation of a white film over the surface, often evident after contact
with water. If this occurs, the existing coating will need to be abraded to completely remove the affected surface to ensure the adhesion of subsequent
applications. In some cases, partial or complete re-priming may be necessary. Attention also needs to be paid to the substrate temperature, which should
be at least 3-5 °C above the dew point during the curing phase. Industry standards recommend the accurate recording of environmental conditions such as
substrate and air temperatures, humidity levels and dew point readings during both the application and curing processes. Full material warranties cannot
be provided unless all the relevant data has been recorded accurately. If in doubt consult the HYCHEM technical department for advice.

Safety Precautions
HYDRAGARD S is highly flammable and may present a fire hazard. Keep away from direct sources of ignition. Bitumen seals must be protected otherwise
the bitumen will dissolve and stain the wall surface. Do not allow product to come in contact with eyes and wear protective breathing masks if applying in
confined spaces.
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Shelf Life
12 months in unopened containers. HYDRAGARD S will react and deteriorate if moisture is allowed to enter partially full containers.

Chemical Resistance
The dry polymer of HYDRAGARD S is highly resistant to UV attack and protects treated surfaces from deterioration as a result of acid rain. HYDRAGARD
S is alkali resistant, therefore is suitable for fresh alkaline mortars as well as the brickwork itself. HYDRAGARD S does not deposit alkaline salts that
crystalise and cause unsightly white deposits that are difficult to remove. The waterproof polymer is formed by reaction with water within the building
material and is not dependent upon absorption of external carbon dioxide.

Warranties and Disclaimers
HYCHEM warrants that this product shall conform to the technical specifications published in the product literature. The quality and fitness of the product is
dependent upon the proper use and application of the product by the applicator. HYCHEM has no role in the application of the finished polymer other than
to manufacture and supply its components. It is vital that the person applying this product understands the product and is fully trained and certified in the
use of the application tools, including trowelling, spray equipment etc. There are no warranties that extend beyond the description on the face of this
instrument, except when provided in writing, directly by HYCHEM.

Field Support
Field support where provided, does not constitute supervisory responsibility. Suggestions made by HYCHEM either verbally or in writing may be followed,
modified or rejected by the owner, engineer or contractor since they and not HYCHEM are responsible for carrying out procedures appropriate to a specific
application.

Customer Responsibility
The technical information and application advice given in this publication is based on the best information available at the time of print. As the information
herein is of a general nature, no assumption can be made as to the product suitability for a particular use or application and no warranty as to its accuracy,
reliability or completeness either expressed or implied is given other than those required by Commonwealth or State Legislation. The owner, his
representative or the contractor is responsible for checking the suitability of products for their intended use.

Legal Notes
The information, and in particular the recommendations relating to the application and end-use of HYCHEM products, are given in good faith based on
HYCHEM's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with
HYCHEM's recommendations. In practice, the differences in materials, substrates and actual site conditions are such that no warranty in respect of
merchantability or of fitness for a particular purpose, nor any liability arising out of any legal relationship whatsoever, can be inferred either from this
information, or from any written recommendations, or from any other advice offered. The user of the product must test the product's suitability for the
intended application and purpose. HYCHEM reserves the right to change the properties of its products. The proprietary rights of third parties must be
observed. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to the most recent issue of the local Product
Data Sheet for the product concerned, copies of which will be supplied on request.
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